VersaSeal

Pressure Seal Stock Products

An Unenveloped Mail Solution

Only three steps to processing your important information.
1. Select the VersaSeal product that best fits your needs
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11” Checks, invoices, and announcements 14” Checks, one way or two way invoices
2. Print the selected item on your 3. Place your printed forms into
laser printer. your VersaSeal folder sealer
P,

Your valuable information is now ready to be delivered to customers



VersaSeal

Cut Sheet Checks — 8 5” X 11”

; Original Format Security Features

" Hidden Void Pantograph, center panel

Backer with Endorsement

Coin Reactive Artificial Watermark

/| Color options

| Z811B2-0 - Blue
Z811R2-0 - Red

2811G2-0 - Green

(11” even Z-Fold)

Enhanced Format Security Features
Hidden Void Pantograph, center panel
Warning Band & Microprinting
Backer with Endorsement, REG. C.C
Coin Reactive Artificial Watermark
Color options

Z2811B2-E - Blue

Z811R2-E - Red

2811G2-E — Green
(11” even Z-Fold)

NEW SECURITY FEATURE ON ALL VersaSeal' CHECK STOCK
Thermochromatic VS on the back of all check stock
WILL DISAPPEAR AND REAPPEAR WHEN RUBBED OR EXPOSED TO HEAT

2811P2-0 — Original Format
Z2811P2-E — Enhanced Format
Prismatic Blue/Green

Void Panto, center panel
(11” even Z-Fold)

Z811YBP-2 — Enhanced Format C811P3 — Enhanced Format
Prismatic Yellow/Blue Prismatic Blue/Yellow Blue Void Panto, bottom Panel
Void Panto, center panel Void Panto, bottom Panel Backer with Endorsement, REG. C.C

(11” even Z-Fold) Backer with Endorsement, REG. C.C Coin Reactive Artificial Watermark
Coin Reactive Artificial Watermark (Simplex Printing)
(11” C-Fold, Duplex Printing)

WC811B3 — C-Fold Window Check

Positive Payee Friendly - PPF

What is Positive Payee Recognition?
Positive Payee Recognition is an anti-fraud service offered by many
US commercial banks, protecting companies against altered checks t

and counterfeit check fraud.

Example of how it works:

A company issues payroll checks and then transmits the issued
check’s information i.e. payee, check number, date and amount to
the bank. As the payroll is processed, the bank verifies the

submitted information matches the checks. The PPF checks have

been designed not to interfere with the scanning systems of the 2811B2-PPF (11” even Z-Fold)
processing bank.

PPF Security Feature:

Warning Band, Microprinting, Coin Reactive Artificial Watermark

Thermochromic Ink on backer.

All VersaSeal’ Checks are Check21 compliant and meet all current postal regulation for bulk rate discounts.
Designed for use on pressure seal folding and sealing machines.

866-837-7273

www.versaseal.com

Cut Sheet Checks 8 }2” X 14”
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2814G2 - Enhanced Format X814B2-0 - Original Format
Green Void Panto, Blue Void Panto

Blue Void Panto, Center Panel Center Panel Center Panel Center Panel

( 14” even Z-Fold) ( 14” even Z-Fold) (14”Eccentric Z-Fold) (14”Eccentric Z-Fold)
______________________________________________________________________________________________________________________________________________________________________|

Multipurpose Forms

2814B2-0 - Original Format
2814B2-E - Enhanced Format

X814B2-E - Enhanced Format
Blue Void Panto

8%"” X11” Simplex Printing Duplex Printing
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Z811BA (Even Z-Fold) ~ 281100 (Even Z-Fold) Z811BLANK (Even Z-Fold) 81100 (C-Fold) V81100

Blank on face
Gray Tint on back

Blue tint top two panels Blank Face Blank Face and Back Blank Front and Back

Block out on back of Block out on back of

Top and Bottom panel  Top and Bottom panel
|

81" X14”

Simplex Printing

Duplex Printing

! ¢ Economical and
i g : Eco-friendly
i All-In-One

This one piece
includes a return
envelope

Z814BA (Even Z-fold) 281400 (Even Z-Fold)
Blue Tint top two panels Blank on Face Blue Top Two panels
Block out on back of Block out on back of Block out on back of
Top and Bottom panel  Top and Bottom panel Top and Bottom panel

X814BA (Eccentric Z-Fold) RC814BA (Eccentric C-fold)
Blue tint on face, Remoist glue

Special Glue pattern creates return envelope

Stock products are printed on 28lb Bond Paper designed specifically for use with pressure seal forms.
Forms are packed 1,000 per carton. Shipping weight is 16 Ibs. for 11”, 19 Ibs. for 14”



